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A B S T R A C T   
The influence of the process gas, laser scan speed, and sample thickness on the build-up of residual stresses and 
porosity in Ti-6Al-4V produced by laser powder bed fusion was studied. Pure argon and helium, as well as a 
mixture of those (30% helium), were employed to establish process atmospheres with a low residual oxygen 
content of 100 ppm O2. The results highlight that the subsurface residual stresses measured by X-ray diffraction 
were significantly lower in the thin samples (220 MPa) than in the cuboid samples (645 MPa). This difference 
was attributed to the shorter laser vector length, resulting in heat accumulation and thus in-situ stress relief. The 
addition of helium to the process gas did not introduce additional subsurface residual stresses in the simple 
geometries, even for the increased scanning speed. Finally, larger deflection was found in the cantilever built 
under helium (after removal from the baseplate), than in those produced under argon and an argon-helium 
mixture. This result demonstrates that complex designs involving large scanned areas could be subjected to 
higher residual stress when manufactured under helium due to the gas’s high thermal conductivity, heat ca-
pacity, and thermal diffusivity.   
1. Introduction 
Metal additive manufacturing (AM) and, in particular, laser powder 
bed fusion (L-PBF) have disrupted traditional manufacturing routes and 
created almost unlimited possibilities for designers to revise compo-
nents’ geometries and assemblies to improve component functionality 
and hence maximize benefits from this technology. L-PBF uses the en-
ergy from a laser to locally melt and solidify a bed of metallic powder in 
a layer-wise fashion. This approach allows the production of near-net- 
shape complex parts with thin features and integrated functionality. 
With the development of L-PBF hardware and L-PBF processing, the 
most used alloys, such as 316L stainless steel, Alloy 718, and Ti-6Al-4V 
can be produced to full density with strength comparable to or higher 
than conventionally produced materials [1]. However, several chal-
lenges remain for L-PBF adoption in industrial production schemes. 
Increased productivity, process, and quality control are key aspects of 
such challenges. 
The high heating and cooling rates in the L-PBF process, and thus 
significant temperature gradient around the melt pool, are responsible 
for the appearance of high internal stresses [2]. The latter can lead to 
significant component distortion when released and, occasionally, pro-
cess failure as the powder recoater collides with the warped top surface 
of the part. Therefore, internal stress is a threat to both dimensional 
accuracy and productivity. Moreover, internal stress leads to residual 
stress, which can be deleterious for both mechanical properties and 
operational life. Residual stresses are usually relieved by post heat 
treatments on the components while they are still attached to the 
baseplate. Among many others, the recent work by Mishurova et al. [3] 
revealed that laser parameters can be tuned to control the subsurface 
residual stresses in Ti-6Al-4V. Residual stresses were proven to decrease 
for higher energy inputs (i.e., lower laser scanning speed or hatch dis-
tance). In fact, the optimization of laser parameters remains the fav-
oured approach for medium-sized installations [4], as well as for the 
development of high-strength, low-volume structures such as lattices 
[5]. Although reducing the scanning speed can be detrimental to pro-
ductivity, the development of larger hardware with multi-lasers and 
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high-power laser systems is promising for increased process productivity 
[6]. 
Among the commonly optimized process variables, the first order 
parameters are usually connected to the laser scanning speed, power, 
and scanning strategy. Recent work has highlighted that the process 
atmosphere also affects the process stability in terms of residual gas 
impurities [7] and gas type [8]. Processing under helium-rich atmo-
sphere has been proven to reduce the generation of spatters by Pauzon 
et al. [9] with Ti-6Al-4V and by Traore et al. [10] with Inconel® 625. 
This reduction was attributed to a faster expansion of the vapour 
generated at the melt pool, which results in a limited heat accumulation 
in the vicinity of the melt pool, commonly responsible for excessive 
instabilities leading to melt pool ejections. Researchers have, therefore, 
proposed that the addition of helium can be beneficial to further in-
crease the productivity of the L-PBF process. In further recent work, we 
demonstrated that helium can also be used to process 316L stainless 
steel at high build rates (37% increase) without compromising its tensile 
properties [11]. As explained by Mishurova et al. [3], an optimization of 
process parameters toward a productivity increase may be connected to 
an increase in residual stresses and porosity. Thus, assessing the effect of 
helium addition to the process atmosphere on the increasing build rate 
for Ti-6Al-4V is critical. 
In the present work, the use of pure helium and a mixture of helium 
(30%) and argon was compared to that of pure argon to produce Ti-6Al- 
4V samples by L-PBF. An increase in productivity was investigated by 
considering different laser scanning speeds. In addition, the effect of 
sample thickness was studied to establish the possible effect of pro-
cessing gas on heat accumulation, and hence, on residual stresses and 
porosity. The produced material was analysed to determine its chemis-
try, porosity in the as-built state, and residual stresses. A combination of 
accurate residual oxygen monitoring and high-resolution analytical 
tools from scanning electron microscopy to X-ray computed tomography 
and X-ray diffraction enabled in-depth insights into the L-PBF process 
parameters/material properties relationship. 
2. Materials and methods 
2.1. Samples production 
The material studied in this work was produced on an EOS M290 
(EOS GmbH) machine equipped with a Yb-fibre laser with 400 W 
nominal maximum power, using gas atomized Ti-6Al-4V powder with 
particles size in the range of 15–45 µm. Samples were produced with 
cuboid (5 × 5 × 15 mm3) and plate (1 × 5 × 15 mm3) geometries 
directly on the baseplate to investigate the effect of sample thickness on 
residual stresses (see Fig. 1). Two sets of laser parameters were 
employed to produce both geometries with the three gases (12 sample 
types): the standard laser parameters developed by the machine 
manufacturer under the license Ti64_PerformanceM291 1.10 (details are 
the property of the manufacturer) and a custom set with increased 
scanning speed. These parameters are called standard (Std) and high 
speed (HS) in the following text. The two sets use a 30 µm layer thickness 
to build the samples. The licensed laser parameter set was extensively 
optimized and consisted of a sequence of in-fill (inside the area to be 
scanned), contour scanning, and up-skin exposures (for the last top 
layers). The in-fill scan vector pattern is rotated by 67◦ between each 
deposited layer. This is the strategy typically preferred for the mitigation 
of residual stresses. The custom parameter set was defined to be iden-
tical to the standard set, except for an increased in-fill scanning speed 
(by 500 mm/s or a 40% increase), resulting in a volumetric energy 
density decrease of about 30%. Three samples for each combination of 
geometry and parameter set were produced simultaneously on one 
baseplate. The defined build job was repeated using high purity argon, 
helium, and a mixture of the two with 30% helium (VarigonHe30) as 
process gases. Both Argon 5.0 and Helium 5.0 had less than 10 ppm of 
impurities (such as O2), while VarigonHe30 had less than 40 ppm of 
impurities. An external oxygen monitoring system, the ADDvanceO2® 
precision (Linde AG), was connected to the L-PBF machine to monitor 
the residual oxygen level in the process atmosphere prior to and during 
printing around 100 ppm O2. This step ensured no side-effects (e.g., 
oxygen and nitrogen pick-up, embrittlement) connected to the residual 
impurities. These impurities’ detrimental effect on the properties of Ti- 
6Al-4V produced by L-PBF has been demonstrated by several authors [7, 
12]. Finally, after production, the samples were removed from the 
baseplate using a bandsaw and then studied in their as-built condition. 
To further study the relaxation of residual stresses in large L-PBF 
components, additional cantilever structures were printed. These 
structures were produced using the same powder feedstock and the 
standard laser parameters set under argon, helium, and their mixture 
(always maintaining a maximum of 100 ppm residual O2). 
2.2. Subsurface residual stresses 
Subsurface residual stress analysis was conducted on the laboratory 
energy dispersive diffractometer LIMAX-160 at Helmholtz Zentrum 
Berlin, Germany. The basis for the generation of X-rays on this diffrac-
tometer is a MetalJet source from Excillum (Model D2), featuring a 
liquid Ga-rich alloy as anode material. Since the anode flows continu-
ously, it is possible to work with a high electron density even at high 
acceleration voltages and, in this way, generate a source with a small 
size and a significantly higher photon flux compared to conventional X- 
ray tubes. The LIMAX-160 instrument allows acceleration voltages up to 
160 kV. A polycapillary primary optic with a circular collimator (ø 
0.5 mm) was used. Residual stress on the surface of cuboid and plate 
samples was determined using the sin2ψ method (where ψ is the tilt 
angle around the X axis) in reflection mode with a diffraction angle of 
Fig. 1. Schemes of the two printed geometries and close-up of a single layer where the laser scanning pattern is displayed. The in-fill and contour scanning are 
distinguished. The blue ellipses represent the sites were subsurface residual stresses were measured. (For interpretation of the references to colour in this figure 
legend, the reader is referred to the web version of this article.) 
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16◦ (see both [13,14] for further details about the experiment geome-
try). A few points along the building direction were measured on the 
samples’ lateral surface (schematically displayed as blue ellipses in 
Fig. 1). Assuming the normal component to the surface is zero, the re-
sidual stress component along the building direction (axis Z; see Fig. 1) 
was determined. 
The energy dispersive diffraction (EDD) technique allows probing 
different depths (from the surface), thus overcoming the issue of high 
surface roughness often present in L-PBF parts [15]. The application of 
EDD for residual stress mapping of L-PBF manufactured samples are 
reported elsewhere [14,16,17]. The {103} α-Ti crystallographic plane, 
corresponding to a characteristic depth of around 45 µm from the sur-
face, was used for the analysis (the characteristic depth is defined as the 
one where only 1/e of the intensity is available). The EDDIDAT (Ener-
gy-Dispersive Diffraction Data Analysis Tool) software was used for 
diffraction peak fitting and residual stress calculation [18]. The X-ray 
diffraction elastic constants (DEC) were calculated with the 
Eshelby-Kröner model: s1= − 2.579 × 10− 6 MPa− 1 and 
1
2s2= 10.870 × 10
− 6 MPa− 1 [19]. 
2.3. Cantilever structures 
The component’s distortions induced by the relaxation of residual 
stress after removal from the baseplate are a bottleneck for the warranty 
of dimension tolerances. Considerable effort has been made to under-
stand the distortion occurring in L-PBF produced parts and in the 
development of predictive models [20]. A popular approach to calibrate 
and verify such numerical models is printing specific designs and 
measuring their distortions [21]. Cantilevers are structures featuring a 
long overhanging surface supported by several, usually equally spaced, 
supporting blocks. During L-PBF, the distortion of the overhanging 
volume is limited by the supporting structure. After production, when 
the supports are cut, the cantilever deforms to accommodate the redis-
tribution of stresses within the new geometry. Therefore, the measure-
ment of the cantilever’s deflection provides an estimation of the 
relaxation of residual stresses locked after the L-PBF process. This 
approach was followed to further investigate the effect of the process 
gas. The produced cantilevers were 100 mm long and featured 20 
supporting blocks of 2 mm thickness, evenly spaced by 2 mm (see  
Fig. 2). After printing, these blocks were cut using a bandsaw at a 2 mm 
distance from the baseplate. A procedure was developed to ensure 
consistent parallelism between the bandsaw and the baseplate. The 
deflections were measured using a digital caliper. 
2.4. X-ray computed tomography 
Laboratory X-ray computed tomography (XCT) for porosity analysis 
was performed by using a v|tome|x L 300 CT scanner from General 
Electric. With an acquisition time of 2 s for each projection, 2500 pro-
jections were acquired during each scan. A tube voltage of 125 kV, a 
current of 70 µA, and a voxel size of (8 µm)3 were used. Data processing 
and visualization were performed by using Fiji ImageJ [22] and Avi-
zoFire 9.4 software [23]. Only voids with a minimum volume of 10 
voxels were considered to reduce the probability of false segmentation. 
Thus, pores with minimum equivalent diameter of around 20 µm were 
detected. To account for errors in segmentation, three different 
threshold values were taken, and the standard deviation among the 
determined volume fractions was calculated. For the calculation of the 
porosity volume fraction distribution from the lateral surface to the 
centre, the Euclidean distance transformation was applied. The distance 
transform generates a map, in which, for every point in the sample, the 
corresponding shortest distance to the nearest edge is calculated. 
Synchrotron XCT (SXCT) was conducted at the BAMline, BESSY II 
(Berlin, Germany), which is presented in details in [24]. For the mea-
surements, sister samples were machined to the cylindrical shape with a 
diameter of 1 mm. The energy of the monochromatic X-ray beam was set 
to 45 keV, and an effective pixel size of 0.88 µm was achieved using a 
CCD camera with 10 × objective and binning 2 × 2 pixels into one; 
2500 projections were acquired, each with a counting time of 1.7 s. The 
reconstruction of 3D volumes from 2D projections was made by BAM 
in-house developed filtered back projection software and a 
single-distance phase-contrast correction algorithm [25], using ANKA-
phase software [26]. 
2.5. Microstructure, hardness, and chemical composition 
One sample of each geometry and parameter set was mounted in 
conductive resin to analyse the microstructure along the building di-
rection. Then, these samples were ground down at least 200 µm to 
observe bulk features. The samples were finally polished until a final 
step using a MD-Chem cloth (Struers) and a mixture of OP-S (colloidal 
suspension) with H2O2 for 15 min. The microstructures were revealed 
by chemical etching using Kroll’s reagent (100 mL H20, 3 mL HF, and 
6 mL HNO3) and high-resolution scanning electron microscopy (SEM) 
with a LEO Gemini 1550 instrument (Zeiss). These samples were also 
studied by light optical microscopy using a Axioscope 7 (Zeiss). The 
Vickers hardness (HV1) was measured on standard samples’ polished 
cross-sections with a DuraScan system (Struers). The results displayed 
below are the average of at least 10 measurements spaced by at least 
three indentation dimensions. The oxygen and nitrogen contents were 
measured in the produced samples by carrier hot gas extraction using a 
LECO ONH836 system. The reported results are the average of at least 
three measurements. 
Finally, electron backscattered diffraction (EBSD) analyses were 
performed on the polished cross-sections of plate and cuboid samples 
parallel to the XY plane in Fig. 1, so perpendicular to the building di-
rection Z, with a Zeiss Gemini 450 SEM. A 1.5 µm step size and 
500 × magnification were employed to acquire EBSD maps over the XY 
cross-sections, of dimensions 3 × 1.2 mm2 for the cuboids and 
3 × 0.8 mm2 for the plates. The obtained data were post-processed using 
HKL-Channel 5™. Based on the Burger Orientation Relationship (BOR) 
existing between the body-centered cubic β phase and the hexagonal α 
phase, the parent β grains were numerically reconstructed using the 
MATLAB toolbox MTex. 
Fig. 2. Photograph of the cantilever structures after being cut from the base-
plate. The insert illustrates the geometry of the cantilever structures. 
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3. Results 
3.1. Chemistry and hardness 
Table 1 lists the oxygen and nitrogen contents in the cuboids pro-
duced using the standard laser parameters and the three studied process 
gases. The oxygen is slightly lower and the nitrogen higher in the Ti-6Al- 
4V cuboid produced in helium than in the other gases. For argon and 
VarigonHe30, a slight increase of oxygen content for the cuboids 
compared to the powder is present. Finally, regardless of the process 
atmosphere, not all the nitrogen from the feedstock powder was trans-
ferred to the built material during L-PBF, which should be investigated 
in future studies. Overall, the noted chemistry differences between the 
samples are relatively minor, which is reflected in the similar hardness 
values. 
3.2. Microstructure, density, and defects 
All the produced samples exhibit the typical microstructure of Ti- 
6Al-4V produced by L-PBF. This microstructure consists of a fine and 
hierarchical martensitic structure, as apparent in the high magnification 
SEM micrographs taken at different positions for a cuboid sample 
printed under argon atmosphere (see Fig. 3). Only images of this sample 
are displayed as others are similar and it is the reference atmosphere for 
all L-PBF systems. The hierarchical aspect of the microstructure was 
explained by Yang et al. [27]; they associated it with repeated heating of 
the previously deposited layer into the high temperature β-phase field. 
They explained that thick primary α/α’ lamellae form during the first 
cooling cycle, while thinner secondary and then tertiary lamellae form 
during the subsequent fast cooling cycles. In addition, a band-like 
contrast was also revealed upon etching of the cross-section along the 
building direction. The microstructure appears to exhibit many succes-
sive bands with spacing about 100 µm. Such band contrast has been 
reported for Ti-6Al-4V built by AM. For example, Liu and Shin [28] 
highlighted the presence of layer bands in Ti-6Al-4V produced both by 
directed energy deposited and by L-PBF. These bands are formed by the 
local coarsening of the reheated layers’ microstructure. Overall, the 
microstructure seems homogeneous along the height of the samples and 
close to the part’s edge. Similar features were observed in all samples, 
regardless of the tested atmospheres, sample design, and in-fill scanning 
speeds and despite differences in the porosity levels reported below. 
The porosity volume fraction obtained by laboratory XCT is sum-
marized in Table 2. The error in segmentation was around ± 0.005% for 
standard parameter samples and around ± 0.03% for high-speed 
parameter samples. Samples produced under a helium atmosphere had 
a consistently larger volume fraction of pores compared with Vari-
gonHe30 or argon. The increased scanning speed led to an increase in 
the porosity from approximately 0.01–0.2%. The sample geometry did 
not have a large impact on the porosity as it was similar for cuboid and 
plate samples. 
The porosity spatial distributions projected onto the build plane (XY 
plane; see Fig. 1) for cuboid samples are provided in Fig. 4. Such dis-
tributions display an increase of the porosity for high-speed cuboids 
compared to standard ones. Furthermore, the concentration of pores 
near the surface of the samples was clearly observed for HS samples 
(Fig. 4d, e, and f) and is also slightly visible for Std samples (Fig. 4a, b, 
and c). The porosity formation in the subsurface region, when the con-
tour scan is applied, has often been reported in [29,30] for Ti-6Al-4V 
cubes and more complex designs, and in [14] for Ti-6Al-4V cubes, 
with the exception of cubes built with low scanning speed (200 mm/s). 
In addition, it seems that a region of higher density (i.e., pore depletion) 
was observed on the right side of the HS samples. This result could be 
due to the orientation of the samples with respect to the gas flow. Table 1 
Hardness (HV1) measured for the cuboids, and oxygen and nitrogen contents 
measured in the powder and cuboid samples produced using the standard laser 
parameters and argon, VarigonHe30, and helium as process gases.  
Process atmosphere O [ppm] N [ppm] HV1 
Ti-6Al-4 V powder 1692 ± 27 166 ± 10 N. A. 
Argon Cuboid Std 1735 ± 97 92 ± 23 409 ± 23 
VarigonHe30 Cuboid Std 1781 ± 188 62 ± 20 415 ± 13 
Helium Cuboid Std 1690 ± 213 123 ± 27 414 ± 13  
Fig. 3. SEM micrographs of the etched microstructure observed along the building direction Z for the argon cuboid build with standard laser parameters at the top 
and bottom and close to the surface. 
Table 2 
The porosity volume fraction obtained by XCT.  
Sample Argon VarigonHe30 Helium 
Plate HS  0.18%  0.18%  0.27% 
Plate Std  0.012%  0.014%  0.016% 
Cuboid HS  0.18%  0.19%  0.25% 
Cuboid Std  0.0094%  0.0098%  0.0116%  
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Unfortunately not noted, the higher density side is assumed to lie closer 
to the gas inlet. 
The Euclidean distance transformation allows obtaining the local 
porosity volume fraction at each distance from the lateral surface (see  
Fig. 5, solid curves). The local volume fraction was calculated as a ratio 
of porosity volume at a certain distance to the sample volume contained 
within this distance. In addition, the total porosity (cumulative volume 
fraction) was calculated as a function of distance from the lateral sur-
face. The spatial distribution of the porosity volume fraction from the 
lateral surfaces to the centre of the cuboids (Fig. 5, dashed curves) in-
dicates that the concentration of the pores in the subsurface region was 
present in every sample. Interestingly, although contour scan parame-
ters were the same, the position of the maximum porosity volume 
fraction under the surface was different: around 140 µm for HS and 
75 µm for Std samples. 
In general, the observed pores in the samples produced with high 
speed exhibited an irregular morphology, typical for lack-of-fusion de-
fects. Fig. 6a displays an example of such defects, and partially melted 
powder particles are distinguishable. Since SXCT allows for higher res-
olution than lab XCT (Fig. 4), the shape of the pores can be better 
distinguished also allowing enhanced statistics compared to the SEM 
micrographs (Fig. 6b). Indeed, most of the pores in the HS samples were 
lack-of-fusion defects containing partially molten powder particles, as 
visible on the magnified view of some defects (Fig. 6b). These pores are 
correlated to a poor overlap between hatch vectors for increased laser 
speed and are further explained in the discussion section. 
3.3. Subsurface residual stresses 
Fig. 7 summarizes the results of the subsurface residual stress anal-
ysis for the plate and cuboid samples. For the samples with the same 
geometry, no systematic difference in residual stress states between the 
HS and Std samples was present. Furthermore, no effect of the process 
atmosphere on the subsurface residual stress was detected. However, the 
samples’ geometry had an impact on the residual stress: cuboid and 
plate samples had different stress levels. For the cuboid samples, resid-
ual stress varied from 450 MPa to 800 MPa with a mean value of 
645 MPa, and for the plate samples, residual stress ranged from 50 MPa 
to 400 MPa with a mean value of 220 MPa. 
3.4. Deformation of cantilever structures 
Fig. 8 displays the deflection along the cantilever structures after the 
supporting blocks were cut. Regardless of the process atmosphere, all 
structures bent significantly upward, highlighting the release of strong 
residual stresses present in the as-built condition in the upper part of the 
cantilevers. This phenomenon was observed and explained by Li et al. 
[31] and is elaborated on in the discussion section. The deflection ap-
pears to be 1.4 mm greater for the cantilever produced under helium 
than for that produced under argon, which exhibited a maximum 
deflection of 8.8 mm. The structure built under VarigonHe30 resulted in 
deflection similar to that obtained under argon. These results suggest 
that helium’s addition in the process atmosphere may increase residual 
stresses obtained for specific components’ design. Stoney [32] devel-
oped an equation relating the tension in thin deposited metallic films to 
the deflection of the substrate. It describes the proportionality of these 
two by a coefficient dependent on the Young’s modulus, the thickness of 
the film and of the substrate, as well as its length. This equation has 
already been applied to the deflection of printed metallic components 
[33], however it appears difficult to define several of the variables such 
as thickness of the deposited film, and apply it to the cantilever design, 
which is not a simple beam geometry. Still, one can consider that the 
proportionality coefficient remains the same between the pure argon 
and helium case, based on the microstructural investigations. As a result, 
a 10% increase in deflection distances in helium compared to argon can 
be connected to an approximate increase of 10% of the residual stresses, 
estimated to be about 1000 MPa. 
4. Discussion 
4.1. Porosity variations 
The most important drawback of the scanning speed increase is the 
increase in porosity volume fraction, from 0.016% for standard speed to 
0.27% for the high speed in the plate sample produced in helium (see 
Table 2). Overall, the porosity volume fraction of the samples produced 
in helium, measured by laboratory XCT, was about 0.1% higher than 
that of the argon and VarigonHe30 counterparts for both scanning 
speeds but was more critical for the high-speed samples (see Table 2). 
For the standard parameter set, the porosity obtained with helium ap-
pears to be mostly located close to the part’s edge (see Fig. 4b and e). 
Fig. 4. Porosity projected onto XY plane for cuboids produced with standard speed using (a) argon, (b) helium, (c) VarigonHe30; and cuboids produced with high- 
speed using (d) argon, (e) helium, and (f) VarigonHe30. 
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This may be connected to denudation which describes the depletion of 
powder around the melting tracks, and is caused by the entrainment of 
these particles toward the vapor flow generated above the melt pool. It is 
mostly critical at the edges of the part but can also lead to a lack of 
powder particles within the in-fill region and thus to lack-of-fusion de-
fects, as suggested by the cumulative porosity fraction of the helium- 
produced sample displayed in Fig. 5. As explained by Bidare et al. 
[34], the denudation could be favoured under helium because of the 
faster expansion of the vapours in the lower density gas. Still, it should 
be emphasized that the bulk density achieved with helium is comparable 
to that obtained with the other gases. Finally, the use of the 
argon-helium mixture leads, instead, to a porosity distribution 
resembling that of the samples produced with argon. 
The pronounced subsurface porosity observed for all the samples is 
associated with the poor overlap of the in-fill and contour scanning, as 
depicted in Fig. 10a for the standard parameter set and evident in Fig. 9. 
This subsurface porosity was maximum at a distance of 76 µm for the 
standard parameters (up to 35% of the total porosity) and 142 µm for the 
high speed (up to 27% of the total porosity), see Fig. 5. In addition, the 
width of the area where subsurface porosity was observed appears larger 
for the high-speed samples. Despite the different in-fill scanning speed, 
the hatch distance and contour parameters were not changed. Therefore, 
only the melt pool (and thus the melt track) in the in-fill region was 
narrower for the high-speed samples, resulting in a reduced overlap of 
Fig. 5. The volume fraction (solid lines) and cumulative volume fraction (dashed lines) of pores as a function of distance from the lateral surface of cuboids for (a) 
standard speed and, (b) high speed. 
Fig. 6. (a) SEM micrograph of a typical irregular lack-of-fusion defect observed on the cross-section of a cuboid built under argon using a high scan speed and, (b) 
porosity projected onto the XY plane and 3D rendering of a few pores (obtained from a SXCT reconstruction) for HS sample produced using VarigonHe30. 
Fig. 7. Residual stresses along the building direction Z as a function of distance from the top of (a) the cuboid samples and, (b) the plate samples. The mean residual 
stress value of all samples is indicated by a violet dashed line. 
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melt tracks and a larger fraction of lack-of-fusion pores. In addition, the 
narrower melt tracks resulted in an even poorer overlap of the in-fill and 
contour scanning (see Fig. 10b). 
The identification of this subsurface porosity has important indus-
trial implications for the post-process planning. The AM design for high- 
end applications, such as in aerospace, is usually combined with preci-
sion machining to improve surface roughness and remove subsurface 
porosity and/or other more complex processes involving, for example, 
abrasives and chemicals. Therefore, knowledge of the amount and 
spatial distribution of porosity would enable its removal, thereby 
improving the quality of the finished component. 
4.2. Residual stresses 
The subsurface residual stresses were measured on the as-built 
samples removed from the baseplate, allowing for more practical 
manipulation of samples. In addition, previous work conducted by 
Mishurova et al. [16] highlighted that the residual stress state of L-PBF 
Ti-6Al-4V cuboids still on the baseplate was similar to that of cuboids 
printed on support structures and removed from the baseplate. 
The addition of helium to the process gas appeared to not affect the 
subsurface residual stresses of cuboids and plates (see Fig. 7). The re-
ported residual stress levels are of similar magnitude as those measured 
on Ti-6Al-4V ELI grade 23 cuboids produced on another L-PBF system 
(SLM Solutions 280HL, SLM Solution Group AG) with contour scanning 
[16]. The stresses developed during L-PBF are limited by the material’s 
yield strength, which, for Ti-6Al-4V, has been proven to increase with 
the oxygen level [7]; in the current study’s case, the oxygen level was 
accurately monitored as below 100 ppm O2 in all cases; consequently, 
no significant difference in RS was observed among the cuboid samples. 
This finding indicates that helium does not induce an increase in re-
sidual stress and qualifies well as an alternative process gas to produce 
simple samples like the plates and cuboids. These results confirm that 
the very fine martensitic microstructure obtained from L-PBF is 
responsible for the elevated yield strength of about 1000 MPa [8] and, 
therefore, for the RS. Several authors have demonstrated the high tensile 
subsurface residual stresses are compensated for by bulk compressive 
stresses [20,35]. Therefore, for the cuboid samples, larger stress gradi-
ents than for the plate samples were expected to appear in the subsurface 
regions. 
Still, the study of the deflection of the cantilevers suggests that for 
large components of complex design, differences in residual stresses may 
Fig. 8. Measured deflection of the cantilevers produced under argon, helium, 
and VarigonHe30 after the supporting blocks were cut. 
Fig. 9. Micrographs presenting subsurface porosity in the cuboids built under pure argon and helium using the standard and increased laser scanning speeds.  
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arise from using helium (see Fig. 8). As modelled by Li et al. [31], 
important tensile residual stresses perpendicular to the building direc-
tion (S11, in build plane) occur in the upper region of the cantilever 
structure while still on the baseplate and dominate the other stress 
components. The authors explained this result as follows. When the top 
layer is deposited, its expansion is limited by the material below and 
compressive residual stresses are obtained. Upon cooling, the contrac-
tion of this top layer is limited by the material below leading to tensile 
residual stresses in the upper area of the cantilever. When the supports of 
the cantilever are cut, the S11 component of the residual stress tensor 
becomes compressive at the top of the structure because of its plastic 
deformation (to conserve the equilibrium state of the residual stresses). 
Considering this experiment, the higher deflections under helium are 
connected with higher tensile stress at the top surface of the cantilever 
prior to the baseplate removal and could be related to higher cooling 
rates of this upper part because of the properties of helium. Thermo-
couples are not suitable due to their high response time and modern 
monitoring systems in L-PBF such as optical tomography and melt pool 
monitoring, do not allow to evaluate cooling rates. Hence, to detect such 
differences in cooling rates, in operando XRD, as conducted by Hocine 
et al. [36] at a synchrotron beamline using high speed detectors, should 
be used. 
The characterization of the microstructures revealed no differences 
between samples produced with different process gases. Still, it could be 
that the addition of helium resulted in an enhanced heat transfer by 
convection at the metal-gas interface. This may have an influence for 
only large-scanned areas (e.g., upper part of cantilever). Without solving 
the heat transfer equation and deriving the heat transfer coefficient, 
which would require an excessive number of approximations, one can 
consider the following: Based on the gas properties listed in Table 3, the 
thermal conductivity and isobaric heat capacity of helium is evidently 
about 10 times higher than that of argon. In addition, the lower thermal 
diffusivity of argon, which is the ratio of the thermal conductivity to the 
volumetric heat capacity, implies a more sluggish response of argon than 
of helium to changes in the thermal environment. 
Regardless of the process atmosphere and the scanning speed, the 
results highlight a significant reduction of the residual stress within the 
plate specimen compared to the cuboids (almost a three-fold decrease; 
see Fig. 7). This decrease is attributed to the heat accumulation occur-
ring in the plate samples. The scanned XY area of the plate samples is a 
fifth of that of the cuboid; as a result, the scan vectors are much shorter 
for the plates. Hocine et al. [37] studied the effect of the length of the 
scan vectors on the kinetics of phase transformation occurring in 
Ti-6Al-4V during L-PBF, using an in-house-designed L-PBF system 
dedicated to synchrotron X-ray diffraction measurements. Their results 
highlight that the probed volume during the scanning of a layer remains 
in the β-phase field for short scan vectors (2 mm length) but returns to 
the dual-phase field for longer scan vectors (6 mm length) between each 
scan vector. In addition, the calculated temperatures from the recorded 
lattice expansion suggest that higher temperatures are retained for the 
smaller scanned areas and that the cooling rates are lower. The plate 
specimens in the current study were also produced using shorter scan 
vectors and thus were likely to retain higher temperatures and experi-
ence lower cooling rates than the cuboids, which is consistent with the 
lower measured residual stresses. 
Relatively large areas were mapped using EBSD on the XY cross- 
sections of the cuboid and plate samples. Fig. 11 displays the corre-
sponding reconstructed parent β grains, and the colour code describes 
the local crystallographic indexing along the building direction (Z), for 
the samples produced under helium. Similar maps were acquired for the 
samples produced with the other atmospheres, and similar conclusions 
were drawn. A mosaic or chess-pattern-like grain morphology was 
observed for this cross-section, similar to other materials processed by L- 
PBF, as put in evidence for 316L stainless steel by Leicht et al. [38] and 
Inconel® 718 by Serrano-Munoz et al. [17], while more elongated grains 
are typically depicted along the building direction. Thin reconstructed 
parent β grains are depicted around larger ones, as reported by Neikter 
et al. [39] under the term binary microstructure pattern, which is con-
nected to scan vector overlaps. The normal distribution of the parent 
β-grain-equivalent radius of the plate sample is similar to that of the 
cuboid. Therefore, the heat accumulation occurring in the plate speci-
mens is important enough to yield lower residual stresses but not to 
levels that would affect the grain structure. Thus, the high temperatures 
retained in the plate samples are likely not significantly above the 
β-transus temperature. Finally, the grain colouring highlights a rather 
weak texture regardless of sample design, with a slightly more pro-
nounced < 001 > preferential orientation along the building direction. 
Mishurova et al. [16] reported that volumetric energy density (EV) 
during production has a high impact on the resulting subsurface residual 
stress. This impact is, however, only valid when EV changes signifi-
cantly. As shown by Mishurova et al. [16], a small decrease of EV (by 
13%) did not affect residual stress. In the present case, the usage of 
high-speed parameters reduced EV by about 30% compared to the 
standard speed. Consistent with previous studies, no difference in re-
sidual stresses between samples produced with standard and high-speed 
Fig. 10. Schematic representation of the melt tracks close to the part edge where the in-fill and contour tracks overlap: (a) standard scanning speed and, (b) high in- 
fill scanning speed. 
Table 3 
Interesting properties of argon and helium at 500 K to consider the heat transfer 
problem, from Wolfram-Alpha curated data, 2020.   
Argon Helium 
Density [kg/m3] 0.97 0.098 
Thermal conductivity [W/m K] 0.027 0.23 
Isobaric heat capacity [J/kg K] 520 5193 
Thermal diffusivity [mm2/s] 53 452  
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parameters (see Fig. 7) was observed in the present case. It should also 
be emphasized that scanning strategies play a major role on the stress 
distribution in L-PBF produced samples. Serrano-Munoz et al. [17] put 
in evidence that the effect of scanning strategy on the RS distribution is 
closely connected to both thermal stress mechanisms and the resulting 
microstructure, as the results support the possible stress relaxation 
occurring by dislocation accumulation in case of IN718. In case of 
Ti-6Al-4V, Strantza et al. [40] highlighted that strategies with contin-
uous scanning, as adopted in the present work, typically results in lower 
RS than strategies with shorter scan vectors, such as the so-called “is-
land” scanning. 
5. Conclusions 
The measurement of the subsurface residual stresses of Ti-6Al-4V of 
thin plate and cuboid samples demonstrates the important effect of the 
component’s geometry. The smaller the scan area, the lower the residual 
stresses, which is connected to shorter scan vectors and leads to reduced 
thermal gradients, without necessarily affecting the parent β-grain 
morphology for Ti-6Al-4V, as depicted using EBSD. The residual stresses 
along the building direction were reduced from a mean stress value of 
645 MPa for the cuboids to 220 MPa for the plates. The increase of the 
laser scan speed by 40% was not reflected in changes in residual stress 
levels, despite the slight decrease (about 0.1%) of the density measured 
by laboratory XCT (the porosity volume fraction increased from 0.010% 
to 0.18% for the argon-produced samples). The 3D XCT reconstructions 
of the samples highlighted and quantified a concentration of lack-of- 
fusion defects at the interface between the in-fill and the contour scan-
ning areas. This porosity volume fraction appeared larger for the helium 
samples; this result is likely connected to powder removal around the 
melt tracks, also called denudation. Still, all gases permitted to achieve 
high density in the bulk of the plates and cuboids. With respect to sub-
surface residual stress, pure helium and helium addition did not have a 
negative impact, even at a higher scanning speed, for which larger 
temperature gradients may be expected. Finally, the production of 
cantilevers demonstrated the effect of pure helium on the residual stress 
state for large and geometrically complex components. This finding 
supports the development of gas mixtures, such as the 30% helium 
addition to argon tested in this work. 
The present study indicates that helium and helium additions to the 
gas flow have not only an interesting effect on the reduction of spatter 
(reported in previous work) but also an insignificant effect on the re-
sidual stresses for simple geometries. However, residual stresses can be 
more pronounced in more complex design features (such as cantilever 
samples), and further studies are necessary to guarantee the design 
flexibility for high-end applications. 
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Röntgenbeugung, Vieweg+Teubner, Wiesbaden, 2009, https://doi.org/10.1007/ 
978-3-8349-9434-9. 
[14] T. Mishurova, K. Artzt, J. Haubrich, G. Requena, G. Bruno, New aspects about the 
search for the most relevant parameters optimizing SLM materials, Addit. Manuf. 
25 (2019) 325–334, https://doi.org/10.1016/j.addma.2018.11.023. 
[15] K. Artzt, T. Mishurova, P. Bauer, J. Gussone, P. Barriobero-vila, S. Evsevleev, 
G. Bruno, G. Requena, J. Haubrich, Pandora’s box-influence of contour parameters 
on roughness and subsurface residual stresses in laser powder bed fusion of Ti-6Al- 
4V, Materials 13 (2020) 1–24, https://doi.org/10.3390/ma13153348. 
[16] T. Mishurova, K. Artzt, J. Haubrich, G. Requena, G. Bruno, Exploring the 
correlation between subsurface residual stresses and manufacturing parameters in 
laser powder bed fused ti-6al-4v, Metals 9 (2019) 261, https://doi.org/10.3390/ 
met9020261. 
[17] I. Serrano-Munoz, T. Mishurova, T. Thiede, M. Sprengel, A. Kromm, N. Nadammal, 
G. Nolze, R.S. Neumann, A. Evans, G. Bruno, The residual stress in as‑built Laser 
Powder Bed Fusion IN718 alloy as a consequence of the scanning strategy induced 
microstructure, Sci. Rep. 10 (2020) 14645, https://doi.org/10.1038/s41598-020- 
71112-9. 
[18] D. Apel, M. Genzel, M. Meixner, M. Boin, M. Klaus, C. Genzel, EDDIDAT: a 
graphical user interface for the analysis of energy- dispersive diffraction data, 
J. Appl. Crystallogr. 53 (2020) 1130–1137. 
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